
Product: HORNET compatible burners Kits ready to use: There are ready-to-use kits: see price-list
Job: Heat shrinking
Users: Professional
Energy: Propane

Description

Burner specifications
4 bar / 58 psi
Cat. No. 1031 1071 1091 1092 1151 1161 1912

Burner Ø (mm) 35 41 50 50 50 50 30
Burner weight (g) 150 163 251 401 401 479 395
Weight with handle (g) 462 475 563 713 713 791 707
Consumption (58psi) (kg/h) 2,58 5,22 6,77 6,77 11,8 11,8 6,77
Power kW 30 70 90 90 160 160 90
Power BTU/h 102400 238800 308000 308000 546000 546000 308000
Flame length (mm) 250 350 350 350 1100 1100 300
Ø Flame (mm) 45 55 65 65 65 65 140 - 160
Sound level dBA 77 79 81 81 81 81 85
Length (mm) 234 245 245 495 495 635 1250
Flame type A A A A A A B
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Spare parts
Handle Hornet Quick coupling
Cat. No. 42405 Cat. No. 911
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GUILBERT EXPRESS reserves the right to change product characteristics without prior notice. Actual products may differ from photographs

IMPORTANT: Read the user manual before use - For use only in sufficiently well ventilated rooms.

Palettes / Emballage
Echafaudages / Confinement

Qn : 10 - 14 kg/h max
100 kW max / 341200 BTU max

Contact us

Cocooning (Hivernage de bateaux ou caravanes)
Marquage routier

Cat. No. 42305
Igniter + Trigger Safety valve

Cat. No.18092

GUILBERT EXPRESS
Le Péripole - Lot 209-210
33 avenue du Maréchal de Lattre de Tassigny
F -94127 Fontenay sous Bois Cedex 
Tel. +33 (0)825 800 251 - Fax: +33 (0)825 800 238

HORNET burners
Cat. No. 1001/1031/1071

Cat. No. 1091/1161/1151/1912
Product technical data sheet

Sharp-tip flame
Type A

• Burners optimized for the HORNET range of heat shrink guns.
• Assembly in one second with bayonet fitting.
• Power: 30 to 160 kW
• Weight: 160 to 325 g
• Materials: Titanium, glass fibre-reinforced polyamide, aluminium.

Coanda-type flame 
Type B

Øburner

Øburner


