
Product: WIZZ Kits ready to use: There are ready-to-use kits: see price-list

Activity: Heat Shrinking
User: Professional
Energy: Propane

Description

Wizz technical features
4 bar / 58 psi

50WL200 100WL200 150WL200 100WL400 150WL400 100WL600 150WL600

Ø Burner (mm / in) 50 / 1,95 60 / 2,35 70 / 2,75 60 / 2,35 70 / 2,75 60 / 2,35 70 / 2,75

Weight (g) 205 220 225 300 310 325 335
Weight with 

handle
(g) 520 530 550 610 625 640 650

Consumption (g/h ) 3910 7390 10860 7390 10860 7390 7390

(lb/h) 8.62 16.29 23.94 16.29 23.94 16.29 23.94

Power kW 50 100 150 100 150 100 100

Power BTU/h 171 000 341 000 511 500 341 000 511 500 341 000 341 000

Lflame (mm / in) 650 / 25.59 800 / 31.50 1000 / 39.37 800 / 31.50 1000 / 39.37 800 / 31.50 1000 / 39.37

Ø flame (mm / in ) 110 / 4.33 120 / 4.72 130 / 5.12 120 / 4.72 130 / 5.12 120 / 4.72 120 / 4.33

Sound level dBA 97 98,5 97 98,5 97 98,5 97

Packaging Carrying case Carrying case Carrying case Carrying case Carrying case Carrying case Carrying case

OK OK

OK OK OK OK OK

OK OK OK OK

OK OK

Spare parts
Handle Hornet Quick release coupling

Cat No. 42405 Cat No. 911

DTP13E -Wizz burners - Index D

Long lance handle
Cat No. 42884

Cat. No.

IMPORTANT: Read instructions before use - For use only in sufficiently well ventilated rooms.

Recommendations

Logistic - Crating

Containment - Scaffolding

Cocooning (Winter Storage)

Road Marking

Igniter + Trigger Safety valve

Cat No. 42305  Cat No. 18092
Qn : 10 - 14 kg/h max

100 KW max / 341200 BTU/h max

On demand

GUILBERT EXPRESS reserves the right to change product characteristics without previous notice. Products may differ from photographs.

www.shrink-wrapping.express - info@shrink-wrapping.express
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WIZZ

Cat. No. 50WL200 / 100WL200 / 150WL200 / 

Cat. No. 100WL400 / 150WL400 / 100WL600 

Product technical data sheet

• Synchronized ignition

• No pilot flame

• Dead man's safety handle

• Flame adjustment with a single hand

• Mounting in 1 sec with bayonet attachment

• 3 Powers from 50 kW (171000 BTU/h) to 150 kW 

(511500 BTU/h)

• Lightweight

• Technical features: Titanium, stainless steel, 

glassfibrereenforced polyamide


